HPKM® Column Shoe

For Precast Columns

Benefits

« No welding needed
Pre-engineered
Fits all column sizes
Can be hot dipped galvanized
Available for all common bolt sizes
Lightweight

HPKM® Column Shoes
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35/16 2 | 28916 | 916 | 118 | 124 | 47 | Yellow
e AL 33/4 2 | 34716 | 34 | 1v4 | 193 | 85
41/8 2 4312 | 1316 | 13/8 | 280 | 143
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HPM L

HPM® Rebar Anchor Bolts

Short Anchors with headed studs (type
L), used for anchoring into foundations

HPM P

Long Anchors (type P), used for splices
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L A %) Neo V., | Weight L A o Neo Vep | Weight
(in) (in) (in) (kip) (kip) (Ib) (in) (in) (in) (kip) (kip) (Ib)
HPM 16 L 1 51/2 5/8 12.4 El5 1.98 HPM16P | 317/8 | 512 5/8 12.4 5.5 375
HPM20L | 133/4 | 512 | 25/32 | 193 8.6 3.09 HPM20P | 393/8 | 512 | 25/32 | 193 8.6 6.39
HPM 24 L | 17 62/3 1 580 | 124 | ass HPM 24P | 455/8 | 611/16 1 280 | 124 | 1080
HPM30L (191116 | 712 11/4 445 197 9.04 HPM30P | 557/8 | 712 114 44.5 197 21.61
HPM39L | 27916 | 77/8 | 112 | 776 | 344 | 2028 HPM39P | 783/4 | 77/8 | 1V2 | 776 | 344 | 48.06
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